
ACKIT-4
• The ML600 range of magnets and brackets
  have been fire tested to BSEN1634-1-2014
• Complete single door solution with external 
wieigand proximity reader
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ACKIT-4
• Complete access control kit
• 12V 1AMP power supply & keypad (PX2000)
• Wieigand reader (RD26-C)
• 600lb fire tested maglock (ML600)
• ZL bracket (BK600ZL)
• Green dome button (EBGBWOC02/PTE)
• Resettable break glass (EDR-1)
• 5 x Fobs
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FEATURES OTHER PRODUCTS
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0DIMENSIONS

PX2000 - 197x265x72 (mm) - 1.46kg (Boxed)
ML600 - 250x42x25 (mm) - 1.97kg (Boxed)
RD26-C - 78x42x12 (mm) - 86g (Boxed)
EBGBWOC02/PTE - 85x85x28 (mm) - 248g (Boxed)
EDR-1 - 88x88x52 (mm) - 212g (Boxed)

CONTENTS

ACKIT-4
• PX2000
• RD26-C
• ML600
• BK600ZL
• EBGBWOC02/PTE
• EDR-1
• 5 x Fobs
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         ACKIT-4

Access Control Kit

FIRE TESTED to 
BSEN1634-1-2014 & BS476:Part22:1987
(30, 60, 90 & 120 min timber door-sets)


