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D3221

■ 2-module, single-phase, sta  c, 5(32) A energy meter
■ Direct measurement up to 32 A. Class 1
■ Communica  on through S0 impulse output
■ 2 module digital single-phase power meter
■ Direct measurement 5 (32) A
■ LCD display, 5 digits + 1 decimal non-rese  able
■ LED consump  on indicator

Consump  on control in machinery and facili  es

Single Phase Digital Energy Meter

Product Code

D3221

Order Details:

Features:

Wiring Diagram: Dimensions:
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D3221 Continued...

TECHNICAL DATA D2221

Reference Voltage (Un) 230 V ac

Voltage varia  on -20% to + 15% of reference voltage

Opera  ng minimum voltage ( U min) 160 Vac

Nominal frequency 50 - 60 Hz

Frequency varia  on ± 2 %

Transforma  on ra  o - A

Measurement category CAT III (EN 61010-1)

Power consump  on voltage circuits 0.5 W (7.5 VA)

Power consump  on current circuits 0.2 W (resis  ve SHUNT type)

Ac  ve

Ac  ve class index 1 (according to EN 62053-21)

Constant 2,000 imp/kWh

Star  ng current (cos φ = 1) 20 mA

Minimum current 250 mA

Reference current 5 A

Maximum current 32 A

Display : Technology (5 digits + 1 decimal) non rese  able

Environmental

Specifi ed opera  ng temperature range -20 … +50

Storage temperature range -25 … +70

Rela  ve humidity Annual mean < 75% Peak values 95 %

Assigned contamina  on degree 3   (according to EN 61010-1)

Mechanical

Protec  on class Class II in correct moun  ng condi  ons

Degree of protec  on IP 20 according to EN 60529

Electrical connec  ons

Connec  on type Direct through screw terminals

Wire cross-sec  on range (1-3) 4 ... 10 mm2

Wire cross-sec  on range (4-20-21) 1 ... 6 mm2

Dimensions

DIN modules 2

Net weight 130 g


