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THALOS

■ Touchscreen
■ Large backlit display for easy reading
■ Adjustable temperature values for Summer/Winter 

modes
■ Back-lit touch screen with contrast adjustment
■ Large display numbers and se   ng icons ensure 

readability even in dark condi  ons
■ Only requires se   ng the desired temperature value for 

each mode - Summer (air condi  oning) - Winter 
(hea  ng)

■ Each mode includes three temperature confi gura  ons 
(Comfort, Economy or An  -freeze)

■ Manual regula  on opera  on or standby
■ Keypad password block to avoid unauthorised changes
■ Low ba  ery indicator

The THALOS is ideal for controlling the hea  ng or air 
condi  oning system in residen  al and ter  ary sec-
tors. 

Digital Touchscreen Thermostat

Features:

Wiring Diagram:

Dimensions:Power supply 2 Alkaline batteries 1.5 V AA

Battery duration Approximately 1 year

Switching capacity 5 A 250V AC

Temperature update period 60s 

Temperature regulation From +5 ºC to +35 ºC

Operating Temperature 0 ºC to +50 ºC

Degree of protection IP 40 according to EN 60529

Method of mounting control Mechanism box

Installation height Ideal 1.5 m

Backlit display Yes (contrast adjustment)

Technical Data:


